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EXISTING BUILDING

SOIL BORING

EXISTING BUILDING

LEGEND

SIGN

SOIL BORING

ELECTRIC BOX

AUTO SPRINKLER
AIR CONDITIONER

CATCH BASIN

HYDRANT
STORM MANHOLE

@ © R B¢eE % « i

WATER VALVE
OVERHEAD WIRES
STORM SEWER
—— T ——— TELEPHONE

WATER MAIN

POST INDICATOR VALVE

UE —— UNDERGROUND ELECTRIC

GENERAL NOTES:
1. FINAL GRADES SHALL MATCH EXISTING GRADING

2. EROSION CONTROL BLANKETS SHALL BE
INSTALLED OVER ALL DISTURBED SOIL

5. ANY DISTURBED PAVEMENT SHALL BE REPLACED
IN—KIND

W7
4., CONTRACTOR IS RESPONSIBLE FOR VERIFYING
PROTECT EXISTING PIV EXISTING UTILITY LOCATIONS.
w7 5. NEW FUEL PUMP SHALL BE INSTALLED 20FT MIN
AWAY FROM ALL BUILDINGS
-6 FT
6. PROTECT ALL EXISTING UTILITIES AND
STRUCTURES (TYP)
R E /. SEE EXISTING CONDITIONS PLAN FOR ADDITIONAL
To) UTILITY INFORMATION
M
N (g 8. CONTRACTOR TO VERIFY STOCK PILE LOCATION
PROPOSED FUEL TANK WITH RESIDENT ENGEINEER
PER TO—RFP \ -
M
—~ 4.26 ~
N U
)
Sk = SF ‘
WIRE MESH REINFORCEMENT
(OPTIONAL)
INSTALL 40 LF OF SILT FENCE PROPOSED FUEL STATION AND
SPILL PAD. MATCH EXISTING SPILL J% - ENGINEERING FABRIC
PAD CONSTRUCTION. FUEL PUMP g /
TO BE LOCATED 20FT MIN FROM METAL OR WOOD
EXISTING BUILDINGS. POST OR STAKE
aPp
FABRIC ANCHORAGE
aPp TRENCH BACKFILL WITH
PROPOSED FUEL LINE TAMPED NATURAL SOIL
aP
OIRECTION OF |
D oFF FLOW Foo
— . =6 INCH-MINIMUM
S LTI L INCH MINIMUM
NOTE: DEPENDING UPON CONFIGURATION, ATTACH FABRIC TO WIRE MESH WITH
HOG RINGS, STEEL POSTS WITH TIE WIRES, OR WOOD POSTS WITH STAPLES.
TYPICAL INSTALLATION FOR SILT FENCE
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GENERAL NOTES:

UTILITY LOCATIONS.

STRUCTURES (TYP)

1. CONTRACTOR IS RESPONSIBLE FOR VERIFYING

2. PROTECT ALL EXISTING UTILITIES AND
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GENERAL NOTES:

A. CONTRACTOR TO FIELD VERIFY EXACT LOCATION OF UTILITIES IN THE
AREA OF EXCAVATION. PROTECT EXISTING UTILITES FROM DAMAGE
THROUGHOUT CONSTRUCTION. IT IS ANTICIPATED THAT EXISTING
WATER MAINS WILL BE NO MORE THAN 3 FEET FROM WEST EDGE OF
NEW TANK. NOTIFY VA IMMEDIATELY IF LOCATION OF UTILITIES
INTERFERES WITH TANK INSTALLATION.

B. ALL EARTHWORK AND SITE PREPARATION SHALL BE PERFORMED IN
STRICT ACCORDANCE WITH THE SPECIFICATIONS AND THE
GEOTECHNICAL REPORT. ALL FOUNDATION EXCAVATIONS SHALL BE
OBSERVED AND APPROVED BY THE GEOTECH.

C. ANY EXISTING FILLS OR UNSUITABLE SOILS AS DETERMINED BY THE
GEOTECH SHALL BE EXCAVATED AND REPLACED WITH PROPERLY
COMPACTED FILL.

D. EXTREME CARE SHALL BE EXERCISED WHEN EXCAVATING OR GRADING
ADJACENT TO EXISTING STRUCTURES OR IMPROVEMENTS SO AS NOT
TO DAMAGE OR UNDERMINE FOUNDATIONS, WALLS, SLABS, UTILITIES,
ETC. SHORE EXISTING STRUCTURES AS REQUIRED FOR INSTALLATION
OF THE TANK.

E. DO NOT EXCAVATE BELOW THE BEARING ELEVATION OF ANY EXISTING
FOOTING ANY CLOSER TO THE FOOTING THAN A SLOPE OF TWO

HORIZONTAL (MEASURED FROM EDGE OF FOOTING TO NEAREST POINT
IN EXCAVATION) TO ONE VERTICAL.

PUMP EMERGENCY SIGNAGE AND EQUIPMENT:

PROVIDE THE FOLLOWING SIGNAGE AT THE DISPENSING PUMP:
IN CASE OF FIRE OR SPILL:
(1) USE EMERGENCY STOP BUTTON.

(2) REPORT ACCIDENT BY CALLING (SPECIFY LOCAL FIRE NUMBER).
REPORT LOCATION.

PROVIDE AN EMERGENCY ACCESS PHONE ADJACENT TO THE
EMERGENCY STOP BUTTON (EPQ). PROVIDE SIGNAGE NEXT TO PHONE
INDICATING:

EMERGENCY PHONE FOR USE IN REPORTING SPILLS AND FIRES.
NUMBER TO CALL.

REFER TO ES—-101 FOR LOCATION OF EMERGENCY STOP BUTTON

16

one foot

one-eighth inch

|
O I v (EPO).
‘ L @
| 11/2" E85 FEED LINE TO
‘ DISPENSER PUMP ASSEMBLY v
GFE=898.4 | H CONCRETE GFE=89/.0
UE y
FILL BOX AND VAPOR E85 FUEL CONCRETE CURB y \
RECOVER BOX DISPENSER .
~GAS PUMP ~CONCRETE
v STAIRS
B1 SCALE: 1:5
2'—0" MINIMUM DEPTH OF
1 1/2” F85 FEED LINE CONNECT TO COVER ALONG LENGTH OF TANK
UNDERGROUND TANK & BALLAST PAD SCHEDULE FILL CONNECTION TANK ELECTRONIC 5 x 5 x 8 THICK CONC. PAD W/
AND SECONDARY MONITORING CONTROL PANEL NO. 4 RODS AT 9” O.C. EA. WAT
MARK STORED TANK TANK SIZE TANK | WALL THICKNESS | TANK | BALLAST | DEPTH | HOLD DOWN RODS BASIS NOTE CONTAINMENT PROBE - VANHOLE. CAST IRON ERAME & COVER
NUMBER | FLUID CONST | NOMINAL | DIA. | LENGTH | BUOYANT OUTER | WEIGHT | PAD OF NUMBER | DIA OF N " VENT '
MATERTAL | CAPACITY FORCE (DRY) | WEIGHT | COVER DESIGN GRADE —= = 7 NTERSTITIAL @ CRADE /~CRADE
GAL IN IN LBS GAUGE | LBS LBS IN IN VAPOR / . . I ﬂ/ " SENSOR FL = VARES | e
RECOVERY BOX ANT ¥| LN— (899 LOWEST) 36” DIA. x 24" LONG
uT-1 E85  |FIBERGLASS| 2500 72 | 13'-6" -- 1700 36 4 | NOTE 1 XERXES SRR ] LEAK SECONDARY " RENFORCED CONC. PIPE
] DETECTOR CONTATMERT v B BACKFILL TO BE CLEAN
FLUID RESERVOIR 12__MIN. : V
SQ/EE%/BVL%ON ALVE SAND PUDDLED IN PLACE
- NOTES: @EXIST. FTG. oM
2 TYP. TANK SIZE DIMENSIONS VARY SLIGHTLY DEPENDING ON MANUFACTURER. EL = 89300 RON STRAP
£ TANK BOUYANT FORCE CALCULATED FOR CLEAN WATER (62.4 LBS/CU. FT). P
2 HOLD DOWN ROD NUMBER AND SIZE BASED ON A 5:1 SAFETY FACTOR FOR TURNBUCKLES. | BUILDING URNBUCKLE
= PROVIDE UNDERWRITERS APPROVED TANKS FOR USE WITH E85 FUEL. o FOOTING : |y
i DROP' TUBE ] MAX. 49 HH “[f”_—PROVIDE ANCHORING HARDWARE
z 1. PROVIDE HOLD DOWN RODS AND STRAPS PER MANUFACTURER RECOMMENDED STANDARDS. WlLTLH AD?EEL“JAEELQ LEVEL GAUGE e s DEADMEN AND DEADMEN
g 2 CONTRACTOR TO PROVIDE TANK FULL OF E85 FUEL AT END OF PROJECT. TANK PROBE f SUPPLIED BY TANK
3 o J MANUFACTURER
- ELEVATION END VIEW
g A4 GASOLINE STORAGE TANK DETAIL
S SCALE: NTS
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GENERAL NOTES:

A.

ALL EXTERIOR CONDUIT SHALL BE THREADED RIGID METAL
CONDUIT OR THREADED STEEL INTERMEDIATE METAL CONDUIT.
ALL INTERIOR CONDUIT MAY BE EMT.

RIGID NONMETALLIC CONDUIT SHALL BE ALLOWED FOR
UNDERGROUND RUNS IN ACCORDANCE WITH NEC 514.8
EXCEPTION 2.

PROVIDE GROUNDING AND BONDING OF ALL CIRCUITS AND
CONDUIT RUNS IN ACCORDANCE WITH NEC 514.16

PROVIDE EXPLOSION SEAL FOR ALL CONDUITS WITHIN 3 FT
OF THE POINT OF EMERGENCE ABOVE GRADE.

CONFIRM LOCATION OF ALL EQUIPMENT WITH OWNER PRIOR
TO INSTALLATION.

() KEYED NOTES:

1.

’ ELECTRICAL SITE PLAN
SCALE: 1:5

PROVIDE CONNECTION TO FUEL DISPENSER. ROUTE (2)#12,

(1)#12 GRD CIRCUIT TO NEW 20/1 CIRCUIT BREAKER IN
EXISTING PANEL B—9—-6. BREAKER TO MATCH EXISTING.
CONDUIT SHALL ENTER BUILDING ABOVE GRADE. CIRCUIT
SHALL BE ROUTED THROUGH CONTACTOR.

PROVIDE POWER CONNECTION FOR TANK MONITORING AND
DISPENSER MONITORING. ROUTE (2)#12, (1)#12 GRD CIRCUIT

TO NEW 20/1 CIRCUIT BREAKER IN EXISTING PANEL SERVING
AREA. BREAKER TO MATCH EXISTING. CIRCUIT SHALL BE
ROUTED THROUGH CONTACTOR.

PROVIDE EXTERIOR RATED EPO. EPO TO OPEN CONTACTORS
FOR POWER AND COMMUNICATION SIMULTANEOUSLY. PROVIDE

SIGN NOTING "GASOLINE PUMP EMERGENCY SHUT OFF

SWITCH”. SIGNAGE SHALL CONSIST OF WHITE TEXT
ENGRAVED ON RED BACKGROUND. TEXT SHALL BE ARIAL
FONT 1-1/2" IN HEIGHT. CONTRACTOR SHALL SUBMIT
SIGNAGE TEMPLATE FOR APPROVAL PRIOR TO FABRICATION.
PROVIDE TWO 20A, 120V, 3—POLE CONTACTORS IN AN
ENCLOSURE. ENCLOSURE SHALL BE SIZED TO ALLOW FOR A
SECOND SET OF CONTACTORS TO BE ADDED IN THE FUTURE.
POWER WIRING SHALL BE ROUTED THROUGH CONTACTORS
OPENING HOT, NEUTRAL, AND GROUND.

ROUTE 17 CONDUIT FROM FUEL OIL CONTROL PANEL THROUGH
COMMUNICATION—RATED CONTACTOR TO FUEL DISPENSER FOR
COMMUNICATION WIRING.

PROVIDE TWO LOW VOLTAGE, COMMUNICATION RATED,
4—POLE, CONTACTORS IN AN ENCLOSURE. ENCLOSURE
SHALL BE SIZED TO ALLOW FOR A SECOND SET OF
CONTACTORS TO BE ADDED IN THE FUTURE.

ROUTE 17 CONDUIT FROM FUEL OIL CONTROL PANEL THROUGH
COMMUNICATION—RATED CONTACTOR TO UNDERGROUND
STORAGE TANK FOR COMMUNICATION WIRING.

FUEL OIL CONTROL PANEL PROVIDED BY MECHANICAL.
PROVIDE CONNECTION FOR EMERGENCY PHONE. PHONE
SHALL BE USED FOR COMMUNICATION IN EVENT OF
EMERGENCY FUEL SYSTEM SHUTDOWN. ROUTE CONDUIT BACK
TO NEAREST COMMUNICATIONS CLOSET FOR CONNECTION TO
EXISTING TELECOMMUNICATION SYSTEM.
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